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LTC 5136 Series
AutoDome Controller
ARCHITECTURAL AND ENGINEERING SPECIFICATION 
Section 13740 – Closed Circuit Video Surveillance Systems
 
PART 2 – PRODUCTS

2.01	MANUFACTURER
A. Bosch Security Systems
850 Greenfield Road
Lancaster, PA 17601
Tel. (800) 326-3270
Fax. (717) 735-6560

B.	This product shall be manufactured by a firm whose quality system is in compliance with the I.S./ISO 9001/EN 29001, QUALITY SYSTEM.

2.02	PRODUCT DESCRIPTION
A. The product specified shall provide complete control of all features and  functions of the Bosch Security Systems high speed AutoDome camera including the advanced features such as variable speed, auto tour, 99 presets, and full pan/tilt/zoom control. The operator’s controller unit shall be designed as a single one-handed control unit.   

2.03 CAMERA CONTROLLER REQUIREMENTS
A. The product specified shall provide complete control of all features and  functions of the Bosch Security Systems high speed AutoDome camera. The product consists of a 22-key control unit with vector-solving pan/tilt/zoom joystick, a 16 output interface unit, a 3 meter (10 ft) interconnecting controller data cable with RJ-11 connectors, and a power supply.

B. The controller specified shall provide Bosch Security Systems biphase control codes for control of Bosch AutoDome cameras and shall also be compatible with Bosch Allegiant Series Receiver/driver units.

C. The controller specified shall provide up to sixteen (16) biphase control code outputs capable of transmitting up to 1.5 km (5000 ft) using 1mm2 (18 AWG) shielded twisted pair cable.

D. For efficiency of installation, any of the sixteen controller biphase outputs shall be capable of being wired in a “star” or “daisy chain” configuration as the installation requires. When installing in a “daisy chain” configuration, up to eight (8) AutoDome cameras may be connected to one biphase output of the controller.

E. The controller shall provide a 4-digit, 7-segment LED display located at the top of the unit capable of camera address numbers from 1 to 9999.

F. The controller shall be capable of interfacing directly to an RS-232 transmission link such as fiber optics, microwave, and dial-up phone modems that are able to support an RS-232 simplex transmission rate of 9600 baud.
  
G. Biphase connection points of the interface unit shall be provided as screw terminals on four (4) easily removable terminal blocks. Stripped 18 AWG (1 mm2) shielded twisted pair wire shall be easily inserted and tightened in the screw connections.

H. Controller units shall be available that operate at rated supply voltages of 120 VAC, 50/60 Hz or 230 VAC, 50/60 Hz as required by the application. 

2.04 ELECTRICAL SPECIFICATIONS
A. Rated voltage: 120 VAC, 50/60 Hz or 230 VAC, 50/60 Hz.
B. Voltage Range: 105 to 132 for 120 VAC units
								195.5 to 253 for 230 VAC units
C. Power: 6 watts (at rated voltage).
 
2.05 MECHANICAL SPECIFICATIONS 
Dimensions: Controller: 220 W x 155 D x 101 H mm (8.67 x 6.11 x 4.00 in)
Interface: 154 W x 132 D x 38 H mm (6.08 x 5.25 x 1.5 in). 
B. Weight: Controller: 0.55 kg (1.2 lb)
 Interface unit: 0.132 kg (0.7 lb).

2.06 ENVIRONMENTAL SPECIFICATIONS
A. Temperature: Operating: 0to 40C (32 to 144F)
B. Humidity: 10% to 90% non-condensing

2.07 ELECTROMAGNETIC COMPATIBILITY
Complies with FCC Part 15, ICES-003, and CE regulations.

2.08 SAFETY
A. Complies with CE regulations, UL, CSA, EN, and IEC Standards.






The product specified shall be the Model LTC 5136/51 or LTC 5136/61 Series AutoDome Controller manufactured by Bosch Security Systems. 
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