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1. Description
-----------------------------------------------------------------------------------
This utility is used to configure Videojet connect and MIC7000 series camera so that ANR functionality is supported.


2. PC & Network Requirements
-----------------------------------------------------------------------------------
A PC with the following minimum specifications is required:
· PC running Microsoft Windows operating system
· Windows Explorer, Firefox, Chrome, or other browser
· Connection to network where Videojet connect and MIC7000 series camera exist
· Unzip file utility


3. Compatibility Information
--------------------------------------------------------------
The ANR-Setup-Utility is applicable with “Videojet connect” VJC-7000-90 (F01U286249) having firmware v5.93.


4. Instructions for Use
--------------------------------
1. If not done already, unzip the file and save contents in a destination folder of your choice on your PC.

2. Option 1: Open batch file in Edit mode, and modify IP addresses and access parameters as described. Run it.

            Option 2: call the tool via command line, using the following parameters:

MicVjAnrConfig.exe <url ipv4 videojet with pwd if set> <ip ipv4 MIC with pwd if set> <f - optional format cf card>

Example:
MicVjAnrConfig.exe http://service:pwd@160.10.75.150:80 http://service:pwd@160.10.72.200:80 f

3. This completes the configuration procedure.  ANR functionality will now be available for use.



